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AUTOMATIONS FOR SWING GATES

AUTOMATISMI BENINCÀ SpA  
Via del Capitello, 45 
36066 Sandrigo (VI) ITALY  
T +39 0444 751030 
sales@beninca.com

www.beninca.com

4-channel transmitter 
with Advanced Rolling 
Code and Fixed Code.

4-channel transmitter 
with Advanced Rolling 
Code and Rolling Code.

Flashing white light, 
20÷255 Vac/dc with 
integrated antenna.

Battery operated wireless 
vandal-proof digital 
keypad with alert buzzer 
and backlit buttons.  
Triple coding: Rolling 
Code, Programmable 
Code and Advanced 
Rolling Code. 254 
memorisable codes.

Pair of photocells 
adjustable to 180°.  
Option to synchronise  
up to 4 pairs, 24 Vac/dc 
power supply. Easy 
adjustment through a 
LED that signals optimal 
alignment. Compact size: 
36x110x35 mm

Pair of vandal-proof  
metal covers for 
PUPILLA/PUPILLA.T 
photocells, comprising 
front and rear shells 
with concealed screw.  
They can maintain perfect 
orientation over 180°.

Covering plate  
for DU.V90.

12 Vac/dc vertical electric 
lock, supplied with 
counterplate. Permits 
internal/external release.

Warning board.

Sliding arm.

Brackets kit for installable 
batteries on board. 
Package of 5 pcs.

Additional 
mechanical stop. 
Package of 2 pcs.

Lock with 
customised key.

Articulated arm. Externally fitted  
anti-intrusion cable 
unlock device which 
allows the gate to be 
unlocked from outside.

12 Vac/dc horizontal 
electric lock, supplied 
with counterplate. 
Permits internal/external 
release.

Articulated arm 
for sloped gates.

AUTOMATIONS FOR SWING GATES

Electronic interface  
board between  
the KNX communication 
system and Benincà 
automation devices.

Benincà's  
connectivity
BeMOVE. AN APP  
FOR END-USERS 

BeMOVE is the app that quickly connects your lights, 
automations, and garden irrigation system. You can control 
them through access time slots or GPS positions.  
This way, you can open the gate while you’re getting home.
With the Event function, you can easily make whatever you 
want, whenever you want. Even if you’re not home.
The gateway HOOP is the system’s core. It interacts with the 
automations in mono and bidirectional mode as well as in  
a radio or wired mode. g.MOVE bidirectional transceivers 
show you the automation status. For example, if you’ve left the 
gate open, you can remotely check whether the lights are on.  
When you’re away from home, you can check the automation 
status and enable them if needed using the BeMOVE app. 
You can also close the awnings if it starts raining.
 
The future is here.

BeUP is the new application for iOS and Android operating 
systems, dedicated to professionals. If combined with  
PRO.UP, it allows you to programme all Benincà control units 
in a fast and easy way, while being comfortably seated in your 
lorry. Moreover, by connecting PRO.UP to the cloud server, 
you can save the installations made for a specific system.  
For future maintenance, you can also consult the system’s 
details, past interventions and update the firmware.  
There’s more! The app allows you to program the BeMOVE 
systems, be always updated with the latest products, consult 
instruction manuals and access training courses.
 
Choose to do the best work 
you possibly can.

BeUP.  
ESPECIALLY FOR 
PROFESSIONALS

PRO.UP
Remote programming 
and diagnostics interface.

Working smartly

868 MHz module to install  
on control units for remote  
control through automation apps.

Dialogue interface  
between the app and  
the connected devices.

Home

Garage

Livingroom Lights

Gate

Garden Lights

Rolling Shutters

Close all

Office

Gate office

 

 

Siłownik 24VDC do 
bram skrzydłowych z
ramieniem łamanym

Idealny do  bram z 
szerokimi słupkami
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ARM WITH BUILT-IN LOCK FOR THE CLOSING, 
AND CROSS CONNECTION

Designed for the integration with KNX home 

TECHNICAL DATA SAM.24 SAM.E24

Power supply --- 115 Vac / 230 Vac (50-60Hz)

Motor supply 24 Vdc 24 Vdc

Max absorbed current 5 A 1.9 A

Torque 220 Nm 220 Nm

Opening time (90°) 14” (including slowdown) 14” (including slowdown)

Duty cycle intensive use intensive use

N° of cycles in 24h 120 120

N° of maximum cycles per hour 40 cycles/h 40 cycles/h

N° of maximum consecutive cycles 40 40

Protection level IP44 IP44

Mechanical stop adjustable in opening | closing, optional adjustable in opening | closing, optional

Built-in control unit NO YES

Operating temperature -20°C /+50°C -20°C /+50°C

Weight 6 kg 7.9 kg

 

MECHANICAL STOPS
ADJUSTABLE FROM ABOVE

 
 

 
 

 
 

 

    
    

  
  

    
    

    
     

      
    

Napęd  umożliwia  uzyskanie  odległości 
pomiędzy  osią zawiasu  skrzydła  a 
krawędzią  słupka  równą  280mm:
>>> największa  na  rynku <<<

Skutkuje  to  doskonałą  adaptacją  siłownika
w  instalacjach  charakteryzujących  się
słupkami  o  dużych  gabarytach.
Dodatkowym atutem jest szerokość 
wspornika która wynosi 34mm co 
pozwala na montaż na wąskich 
elementach skrzydła bramy.

INSTALLATION SCHEME WITH SAM.SN, JOINTED ARM  
FOR THE INSTALLATION IN SLOPING AREAS

FIXING BRACKET WITH 
RUBBER CABLE GLAND (INCLUDED)

 
 

 
 

 

 
 

 
 

 
 

 
 

These are the maximum values

The articulated arm accessory 
is ideal for installations on swing 
gates on sloping roads, where 
traditional arm movement would 
not be possible. PR.SN allows an 
oscillation of approximately 13°, 
allowing the movement 
to be adapted to the slope 
(up to 22.69%)

INCLINED CONTROL 
UNIT SUPPORT AND 
INTEGRABLE BUFFER BATTERY

Removable terminal blocks

LCD display with three 
programming buttons

Integrated battery charger, compatible 
with two 12V, 1.2A batteries 

Configurable output for 
12/24 Vdc electric lock

Accessory power supply output, 
24 Vdc/0.5 A maximum with 
logic ESA System+

T4A protection fuse

Two outputs configurable 
as open gate indicator, courtesy 
light, area light, second radio 
channel, photocells test, 
flashing light, alarm contact

Two connectors for KNX 
systems (X.BE board) or 
for diagnostics and 
programming through 
the app BeUP 
(with PRO.UP board)

Integrated 433.92 MHz 512-
code radio receiver 
with ARC coding

Board protective cover

Automatic, semi-automatic and deadman’s logic | Separate encoder inputs for each 
motor | Open, close, step by step, pedestrian and stop inputs | Autoset of operating 
parameters | Separate electronic torque adjustment for each motor | Anti-crushing 
safety through amperometric detection and encoder management | Electronic torque 
adjustment with automatic calculation for each point in the stroke (STC SYSTEM) | 
Separately adjustable slowdowns for each motor | Possibility of encoder or time-based 
operation even independently between the two motors | Built-in energy saving ESA 
SYSTEM+ | Advantouch system to configure 
parameters and manage radio transmitters | 
Number of manoeuvres | Programming access 
password | Maintenance warning

CP.SAM
CONTROL UNIT POWER SUPPLY
115/230 Vac - 50/60 Hz

MOTORS POWER SUPPLY
24 Vdc 

The adjustment of the 
mechanical stops is facilitated 
thanks to the removable  
control unit support

EASY INSTALLATION INPUTS AND OUTPUTS

Inputs Separate encoder inputs for each motor 
(configurable as limit switch on box version), open, 
close, step, pedestrian and stop and separate inputs for 
photocell active in open-close and photocell active only  
in close. Input for N.C. or 8K2 sensitive edge.
Output configurable as open gate warning light  
or photocell test | Output configurable as second radio 
channel, service light or zone light

Input for N.C or 8K2 
sensitive edge

Photocell input (PHOT CL) 
configurable as active both 
in the opening and closing 
phases, or active only 
during the closing

INSTALLATION  
DIAGRAM 

 

1. GEAR MOTOR WITH INTERNAL CONTROL UNIT
2. GEAR MOTOR 
3. FLASHING LIGHT
4. PHOTOCELLS
5. KEY SELECTOR OR DIGITAL KEYPAD 

INTERNAL CONTROL UNITS | 24 VDC 

LIST OF CABLES

A 3x1,5mm2

B 2x1,5mm2 
3x0,5mm2

C 2x0,5mm2

D 4x0,5mm2

E 4x0,5mm2

F 2x0,5 mm2

G RG 58
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Minimalne i maksymalne wymiary montażowe

    
  
 

 

  

 
   

       
    
     

      
      

      

   
    
    
     
 

 

    
 

   

  

 
   

       
    
     

      
      

      

    
    
    
     
 

 
 

    
 
   

 
  

 
   

     
     
      

 

 

   
       

     

 

 

Użytek rezydencyjny
Wbudowana centrala sterująca, enkoder,  wbudowana 
karta  ładowania baterii

Łatwa i szybka instalacja
Wbudowana centrala  sterująca,zamontowana  od  góry,na 
wyjmowanym  wsporniku,  który  ułatwia  montaż  i  zapewnia
szybki  dostęp  do  ograniczników  mechanicznych.

Energooszczędny
Centrala  sterująca  wyposażona  w  innowacyjny  system
oszczędzania energii (ESA+)
Gwarantuje pobór mocy w stanie  spoczynku poniżej 1 W

Łatwe podłącznie i programowanie

Zaprojektowany do integracji z systemami automatyki 
domowej KNX dzięki zastosowaniu  modułu X.BE

Możliwość programowania za pomocą aplikacji BeUP
po podłączeniu modułu ProUP

w
w

w
.beninca.pl

    
 
   

 
  

 
   

 

     
     
      

 

  

24  Vdc  siłownik z ramieniem łamanym do  bram 
skrzydłowych o maksymalnej długości skrzydła  2,
5m i  wadze  300  kg.

Kompletny i uniwersalny
Nienawrotny siłownik elektromechaniczny idealny do 
bram  skrzydłowych  z szerokimi słupkami.

Wbudowana centrala sterująca umiejsciowiona od góry,
co ułatwia programowanie oraz podłączenie,
wyposażona w zasilacz impulsowy 115/230
Vac  50/60 Hz, który pozwala na zmniejszenie
zużycie  energii i długą  żywotność  napędu.

Bezpieczeństwo i rozwiązania techniczne

Zintegrowna blokada w ramieiu  łamanym na zamykaniu,
dzięki zamocowaniu wspornika na skrzydle w pozycji 
zamkniętej przy całkowicie rozciągniętym ramieniu.

Aby  uzyskać  dokładniejszą  regulacje,  jako  wyposażenie 
dodatkowe  dostępna  jest  druga  blokada,którą  należy 
zainstalować  w  silniku  razem  z  blokadą  otwierania

Niezawodność i zintegrowane bezpieczeństwo
Enkoder zapewnia maksymalne bezpieczeństwo, płynne
zarządzanie spowolnieniami, systemem STC oraz 
momantem obrotowym w stosunku do położenia 
bramy.

Minimalne wymiary - maksymalna adaptacja

Dzięki kompaktowej konstrukcji obudowy powierzchnia 
wymagana  do montażu to tylko 170 mm

Estetyka i funkcjonalność

Zintegrowane rozblokowanie od frontu obudowy z 
osłoną  zamka. Możliwe rozblokowanie za pomocą 
spersonalizowanego klucza i regulowanego urządzenia 
odblokowującego w postaci linki (akcesoria), umożliwia 
otwarcie z zewnątrz w przypadku braku zasilania 
sieciowego
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AUTOMATIONS FOR SWING GATES

24 Vdc gear motor with articulated arm 
for swing gates up to 2.5 m or 300 kg per leaf

RESIDENTIAL USE

with built-in control unit, encoder 
and battery charger

Designed for the integration with KNX home 
automation systems thanks to the X.BE accessory. 
Possible programming through the BeUP app  
by connecting the PRO.UP interface 

AESTHETIC AND FUNCTIONAL SOLUTIONS

EASY AND QUICK INSTALLATION

EASY PROGRAMMING 
AND CONNECTIVITY

RELIABILITY AND  
INTEGRATED SAFETY

MINIMUM SIZE, MAXIMUM ADAPTABILITY 

SAFETY AND TECHNICAL SOLUTIONS

The operator allows reaching a distance 
between the leaf hinge and the surface  
of the post equal to 280mm:  
the biggest in the market. 
This results in the perfect adaptability  
of the actuator in contexts characterised  
by large-sized posts.  
In addition, the 34 mm bracket width 
allows mounting on gates even  
with only 40 mm posts.

 

MINIMUM AND MAXIMUM INSTALLATION MEASURES

By fixing the bracket on the leaf in closed position 
with the arm completely stretched, the closing lock, 
integrated in the arm, allows defining the position 
of the limit switch for the closure. To make finer 
adjustments, a second lock, to be installed in  
the motor together with the one for the opening,  
is available as an accessory 

ENERGY SAVING

COMPLETE AND INNOVATIVE 

The encoder allows proper management of  
slowdowns, movement tracking (STC System),  
and torque management in relation to the position  
of the gate, which guarantees maximum safety  

Irreversible gear motor ideal for swing gates 
characterised by large-sized posts.  
The built-in control unit, easily accessible from 
above, is equipped with a 115/230 Vac 50/60 Hz 
switching power supply, that permits reduced 
power consumptions and a long lifespan  
of the operator  

Perfectly integrated release handle with front access, 
and lock covering with vertical scrolling. Possible release 
through a personalised key and an adjustable cable 
unlock device (accessory) that allows the opening from 
the outside in the event of a power failure 

The control unit is equipped with an innovative 
system to reduce energy consumption  
(ESA+), that guarantees an absortion  
in standby below 1 W 

The built-in control unit, accessible from above,  
is placed on a removable support that facilitates  
the installation and offers a quick access  
to the mechanical stops. In this way,  
the actuator can be installed flush with the floor 

Suitable for any setting thanks to reduced overall 
dimensions (only 170 mm of width) 

INCLINED CONTROL 
UNIT SUPPORT AND 
INTEGRABLE BUFFER BATTERY

Removable terminal blocks

LCD display with three 
programming buttons

Integrated battery charger, compatible 
with two 12V, 1.2A batteries 

Configurable output for 
12/24 Vdc electric lock

Accessory power supply output, 
24 Vdc/0.5 A maximum with 
logic ESA System+

T4A protection fuse

Two outputs configurable 
as open gate indicator, courtesy 
light, area light, second radio 
channel, photocells test, 
flashing light, alarm contact

Two connectors for KNX 
systems (X.BE board) or 
for diagnostics and 
programming through 
the app BeUP 
(with PRO.UP board)

Integrated 433.92 MHz 512-
code radio receiver 
with ARC coding

Board protective cover

Automatic, semi-automatic and deadman’s logic | Separate encoder inputs for each 
motor | Open, close, step by step, pedestrian and stop inputs | Autoset of operating 
parameters | Separate electronic torque adjustment for each motor | Anti-crushing 
safety through amperometric detection and encoder management | Electronic torque 
adjustment with automatic calculation for each point in the stroke (STC SYSTEM) | 
Separately adjustable slowdowns for each motor | Possibility of encoder or time-based 
operation even independently between the two motors | Built-in energy saving ESA 
SYSTEM+ | Advantouch system to configure 
parameters and manage radio transmitters | 
Number of manoeuvres | Programming access 
password | Maintenance warning

CP.SAM
CONTROL UNIT POWER SUPPLY
115/230 Vac - 50/60 Hz

MOTORS POWER SUPPLY
24 Vdc 

The adjustment of the 
mechanical stops is facilitated 
thanks to the removable  
control unit support

EASY INSTALLATION INPUTS AND OUTPUTS

Inputs Separate encoder inputs for each motor 
(configurable as limit switch on box version), open, 
close, step, pedestrian and stop and separate inputs for 
photocell active in open-close and photocell active only  
in close. Input for N.C. or 8K2 sensitive edge.
Output configurable as open gate warning light  
or photocell test | Output configurable as second radio 
channel, service light or zone light

Input for N.C or 8K2 
sensitive edge

Photocell input (PHOT CL) 
configurable as active both 
in the opening and closing 
phases, or active only 
during the closing

 

 

INTERNAL CONTROL UNITS | 24 VDC 

CONTROL UNITS:

A 3x1,5mm2

B 2x1,5mm2 
3x0,5mm2

C 2x0,5mm2

D 4x0,5mm2

E 4x0,5mm2

F 2x0,5 mm2

G RG 58

 
 
 
 
 

 
         

  Regulowane od góry  ograniczniki mechaniczne Zintegrowna  blokada  w  ramieiu  łamanym na zamykaniu Gumowy uchwyt mocujący z dławikiem w zestawie

       
    
       
        

Specyfikacja techniczna SAM.24  SAM.E24

Źródło zasilania 

Zasilanie silnika

Maksymalny pobór prądu

Moment obrotowy

Czas otwierania (90°)

Intensywność pracy

Liczba cykli na dobę

Liczba cykli na godzinę

Wbudowana centrala sterująca

Temperatura pracy

Waga

115 Vac / 230 Vac (50-60Hz)

24 Vdc

---

24 Vdc

1.9 A

220 Nm

5 A

220 Nm

14” (spowolnienia włączone) 14” (spowolnienia włączone)

użytek intensywny

120

40 40

Klasa szczelności IP I44 P44

40

TakNie

-20°C /+50°C

użytek intensywny

120

-20°C /+50°C

6 kg 7.9 kg

Ilość cykli w pracy ciągłej 40

Schemat instalacji:
1.Siłownik z wbudowaną centralą sterującą
2.Siłownik
3.Lampa
4.Fotokomórki
5.Wyłącznik kluczykowy lub klawiatura

Okablowanie:

Schemat montażu z ramieniem przegubowym SAM.SN
W przypadku montażu bram na pochylonym  terenie.

Maksymalne wartości:

Ramiona przegubowe SAM.SN są  idealne  do  instalacji na  
bramach  skrzydłowych  zamontowanych na  pochylonym 
terenie,  gdzie  tradycyjny  ruch  ramienia  nie  byłby  możliwy.
SAM.SN  pozwala  na  oscylację  o  około  13°,  umożliwiając  ruch 
skrzydła o  maksymalnym pochyleniu terenu 22,69%

w
w

w
.beninca.pl

  regulowane na otwieranie |opcjonalnie na zamykanieOgraniczniki mechaniczne
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AUTOMATIONS FOR SWING GATES

ARM WITH BUILT-IN LOCK FOR THE CLOSING, 
AND CROSS CONNECTION

24 Vdc gear motor with articulated arm 
for swing gates up to 2.5 m or 300 kg per leaf

RESIDENTIAL USE

with built-in control unit, encoder 
and battery charger

Designed for the integration with KNX home 
automation systems thanks to the X.BE accessory. 
Possible programming through the BeUP app  
by connecting the PRO.UP interface 

TECHNICAL DATA SAM.24 SAM.E24

Power supply --- 115 Vac / 230 Vac (50-60Hz)

Motor supply 24 Vdc 24 Vdc

Max absorbed current 5 A 1.9 A

Torque 220 Nm 220 Nm

Opening time (90°) 14” (including slowdown) 14” (including slowdown)

Duty cycle intensive use intensive use

N° of cycles in 24h 120 120

N° of maximum cycles per hour 40 cycles/h 40 cycles/h

N° of maximum consecutive cycles 40 40

Protection level IP44 IP44

Mechanical stop adjustable in opening | closing, optional adjustable in opening | closing, optional

Built-in control unit NO YES

Operating temperature -20°C /+50°C -20°C /+50°C

Weight 6 kg 7.9 kg

AESTHETIC AND FUNCTIONAL SOLUTIONS

EASY AND QUICK INSTALLATION

EASY PROGRAMMING 
AND CONNECTIVITY

RELIABILITY AND  
INTEGRATED SAFETY

MINIMUM SIZE, MAXIMUM ADAPTABILITY 

SAFETY AND TECHNICAL SOLUTIONS

MECHANICAL STOPS
ADJUSTABLE FROM ABOVE

The operator allows reaching a distance 
between the leaf hinge and the surface  
of the post equal to 280mm:  
the biggest in the market. 
This results in the perfect adaptability  
of the actuator in contexts characterised  
by large-sized posts.  
In addition, the 34 mm bracket width 
allows mounting on gates even  
with only 40 mm posts.

INSTALLATION SCHEME WITH SAM.SN, JOINTED ARM  
FOR THE INSTALLATION IN SLOPING AREAS

FIXING BRACKET WITH 
RUBBER CABLE GLAND (INCLUDED)

MINIMUM AND MAXIMUM INSTALLATION MEASURES

By fixing the bracket on the leaf in closed position 
with the arm completely stretched, the closing lock, 
integrated in the arm, allows defining the position 
of the limit switch for the closure. To make finer 
adjustments, a second lock, to be installed in  
the motor together with the one for the opening,  
is available as an accessory 

ENERGY SAVING

COMPLETE AND INNOVATIVE 

The encoder allows proper management of  
slowdowns, movement tracking (STC System),  
and torque management in relation to the position  
of the gate, which guarantees maximum safety  

Irreversible gear motor ideal for swing gates 
characterised by large-sized posts.  
The built-in control unit, easily accessible from 
above, is equipped with a 115/230 Vac 50/60 Hz 
switching power supply, that permits reduced 
power consumptions and a long lifespan  
of the operator  

Perfectly integrated release handle with front access, 
and lock covering with vertical scrolling. Possible release 
through a personalised key and an adjustable cable 
unlock device (accessory) that allows the opening from 
the outside in the event of a power failure 

The control unit is equipped with an innovative 
system to reduce energy consumption  
(ESA+), that guarantees an absortion  
in standby below 1 W 

The built-in control unit, accessible from above,  
is placed on a removable support that facilitates  
the installation and offers a quick access  
to the mechanical stops. In this way,  
the actuator can be installed flush with the floor 

Suitable for any setting thanks to reduced overall 
dimensions (only 170 mm of width) These are the maximum values

The articulated arm accessory 
is ideal for installations on swing 
gates on sloping roads, where 
traditional arm movement would 
not be possible. PR.SN allows an 
oscillation of approximately 13°, 
allowing the movement 
to be adapted to the slope 
(up to 22.69%)

 

 
 

 

INSTALLATION  
DIAGRAM 

 

1. GEAR MOTOR WITH INTERNAL CONTROL UNIT
2. GEAR MOTOR 
3. FLASHING LIGHT
4. PHOTOCELLS
5. KEY SELECTOR OR DIGITAL KEYPAD 

CONTROL UNITS:

LIST OF CABLES

A 3x1,5mm2

B 2x1,5mm2 
3x0,5mm2

C 2x0,5mm2

D 4x0,5mm2

E 4x0,5mm2

F 2x0,5 mm2

G RG 58

  

   

 Możliwość pracy awaryjnej
dzięki wbudowanej karcie 
ładowania baterii

Wbudowana centrala sterująca  |  24  VDC

CP.SAM
Napięcie zasilania centrali
115/230  Vac  -  50/60  Hz

Wyjście zasilania siłowników
24  Vdc
Praca automatyczna, półautomatyczna oraz funkcja "Deadman"  |  Oddzielne wejście na 
enkoder dla każdego silnika |  Wejścia otwórz,  zamknij,  krok po kroku, funkcja furtki 
oraz stop  |  Funkcja automatycznego uczenia  |  Oddzielna regulacja momentu 
obrotowego dla każdego silnika  |  System zapobiegający zgnieceniu oparty o czujnik 
amperopertyczny i enkoder  |  Elektroniczne zarządzanie momentem obrotowym      
(STC  SYSTEM)  |  Oddzielna regulacja spowolnień dla każdego silnika  |
Niezależny odczyt pozycji z enkodera dla każdego silnika  |  Wbudowany system 
oszczędzania energii ESA  SYSTEM+|
Możliwość programowania za pomocą Advantouch
| Licznik cykli pracy  |  Możliwość zabezpieczenia
centrali hasłem serwisowym |
Ostrzeżenie dotyczące konserwacji

Bezpiecznik zabezpieczający T4A

Wyświetlacz LCD +  3  przyciski 
do programowania

Obudowa zabepieczająca centrali

Dwa wejścia szeregowe:
Możliwość sterowania  KNX
(moduł X.BE) oraz diagnostyka 
i programowanie za pomocą 
aplikacji BeUp po podłączeniu 
modułu ProUP

Wbudowany odbiornik radiowy
433.92 MHz ARC z pamięcią o 
pojmności 512-kodów

Wejście fotokomórki 
konfigurowalne jako aktywne 
zarówno w fazie otwierania jak 
i zamykania lub aktywne tylko 
podczas zamykania

Demontowalne zaciski 
na przewody w postaci kostek

Wejście krawędzi 
bezpieczeństwa N.C lub 8K2

Wbudowana karta ładowania baterii,
kompatybilna z akumulatorami  12V,1.2A

Konfigurowalne wyjście na 
elektrozaczep 12/24 Vdc

Dwa wyjścia konfigurowalne 
jako wskaźnik otwartej bramy, 
światło pomocnicze, oświetlenie
obszaru, drugi kanał radiowy, 
test fotokomórek, styk 
alarmowy

Wyjście zasilania akcesoriów, 
maksymalnie 24 Vdc/0,5 A z 
logiką ESA System+

Łatwa instalacja

Regulacja ograniczników 
mechanicznych jest ułatwiona 
dzięki wyjmowanemu 
wspornikowi centrali sterującej

w
w

w
.beninca.pl

 

ENC.2

Wejścia i wyjścia

Oddzielne wejścia enkodera dla każdego silnika,   wejścia 
otwórz, zamknij, funkcja furtki i stop oraz oddzielne wejście 
dla fotokomórki aktywnej przy otwieraniu i zamykaniu i 
fotokomórki aktywnej tylko przy zamykaniu. Wejście dla 
listwy krawędziowej NC lub 8K2.

Wyjście  konfigurowalne jako  światło ostrzegawcze otwartej 
bramy lub test fotokomórek | Wyjście
konfigurowalne jako drugi kanał  radiowy,  światło
serwisowe lub  światło strefowe



X.BE

SAM

SAM

bemove.beninca.com

Gearmotor 24 Vdc 
for swing gates
with deep pillars 
ideal for residential use

AUTOMATIONS FOR SWING GATES

  
 

 
 

 

 
 
 

 

 
 

 

 

 
 

   

 
 

Benincà's  
connectivity
BeMOVE. AN APP  
FOR END-USERS 

BeMOVE is the app that quickly connects your lights, 
automations, and garden irrigation system. You can control 
them through access time slots or GPS positions.  
This way, you can open the gate while you’re getting home.
With the Event function, you can easily make whatever you 
want, whenever you want. Even if you’re not home.
The gateway HOOP is the system’s core. It interacts with the 
automations in mono and bidirectional mode as well as in  
a radio or wired mode. g.MOVE bidirectional transceivers 
show you the automation status. For example, if you’ve left the 
gate open, you can remotely check whether the lights are on.  
When you’re away from home, you can check the automation 
status and enable them if needed using the BeMOVE app. 
You can also close the awnings if it starts raining.
 
The future is here.

BeUP is the new application for iOS and Android operating 
systems, dedicated to professionals. If combined with  
PRO.UP, it allows you to programme all Benincà control units 
in a fast and easy way, while being comfortably seated in your 
lorry. Moreover, by connecting PRO.UP to the cloud server, 
you can save the installations made for a specific system.  
For future maintenance, you can also consult the system’s 
details, past interventions and update the firmware.  
There’s more! The app allows you to program the BeMOVE 
systems, be always updated with the latest products, consult 
instruction manuals and access training courses.
 
Choose to do the best work 
you possibly can.

BeUP.  
ESPECIALLY FOR 
PROFESSIONALS

PRO.UP
Remote programming 
and diagnostics interface.

Working smartly

868 MHz module to install  
on control units for remote  
control through automation apps.

Dialogue interface  
between the app and  
the connected devices.

Home

Garage

Livingroom Lights

Gate

Garden Lights

Rolling Shutters

Close all

Office

Gate office

Automatyka do bram skrzydłowych

SAM.BSSAM.BA SAM.SN SAM.STOP SAM.LOCK SAM.SE

DU.V90DU.V96 DU.9990 IRI.TX4VAID.TA IRI.TX4AK

IRI.LAMP IRI.KPAD
Lampa sygnalizacyjna na 
napięcie od 20 do 255V 
ac/dc z wbudowaną 
anteną.

4-kanałowy  pilot,  kod stały 
klonowany  433MHz.

4-kanałowy pilot, potrójny 
system kodowania 433MHz.

Tablica ostrzegawcza.Płyta maskująca do zaczepu 
DU.V90.

Zamek elektromagnetyczny 
12Vac/dc poziomy w zestawie z
zaczpem. Umożliwia od
blokowanie  z zewnątrz i 
wewnątrz.

Zamek elektromagnetyczny 
12Vac/dc pionowy w zestawie z
zaczepem. Umożliwia od
blokowanie z zewnątrz i 
wewnątrz.

Linkowe urządzenie 
odblokowujące. Umożliwia o
dblokowanie  bramy z 
zewnątrz.

Wkładka na klucz 
spersonalizowany.

Opcjonalne ograniczniki
mechaniczne 
(2 szt w zestawie).

Ramię przesuwne.Ramię przegubowe.

IRI.CELL PUPILLA
Para fotokomórek 
synchronizacyjnych 24Vdc 
do montażu natynkowego. 
Regulacja w zakresie 180 
stopni.

Wspornik do montażu 
akumulatorów.

SAM.CB
Wandaloodporna osłona na 
fotokomórki  Pupilla.Metalowa 
płyta montażowa do całkowitej
ochrony  fotokomórki. Szybki i 
łatwy montaż z ukrytym 
mocowaniem. Unikalna 
konstrukcja, która pozwala na 
działanie fotokomórki w 
zakresie 180  stopni.

Cyfrowa klawiatura z 
wandaloodporną obudową 
gwarantująca maksymalne 
bezpieczeństwo. Szybki i 
intuicyjny montaż. Metalowe 
chromowane przyciski z pod
świetleniem ledowym. 
Świetlne i dźwiękowe 
potwierdzenie aktywacji 
klawiatury. 
Produkowana w wersji 
przewodowej i 
bezprzewodowej.

Moduł do integracji z 
automatyką domową KNX

Beninca Polonia Sp. z o.o.
ul.Holenderska 1
05-152 Czosnów

tel. 798 859 859
e-mail: marketing@beninca.pl

www.beninca.pl

Ramię  przegubowe  do 
montau  na pochylonym
terenie.


